Amendment-I
Specification No. CECT-540/10

	Clause No.
	Existing
	Amended as

	Page no. 44
Clause No. 5.1.1,

(e) Tie Rods :
	4 Nos. of 12 mm dia HT steel rods shall be effectively insulated.
	4 Nos. of M12 high tensile steel rods shall be effectively insulated.

	Page no. 44

Clause No. 5.1.1

(f) (i)

	All top and bottom yoke nuts & bolts and tie rods shall be painted with oil and corrosion-resistant paint before use. 
	All top and bottom yoke nuts & bolts and tie rods shall be painted with oil and corrosion-resistant paint and phosphate coated paint for Tie rods before use. 

	Page No. 45

Clause no. 5.2 (a)
Windings :
	Current density for HV and LV should not be more than 1.0 A/sq.mm
	Current density for HV and LV should not be more than 1.6 A/sq.mm.

	Page No. 45
Clause no. 5.2 (d)
 “Windings” :
	Vertical ducts and spacers shall be provided within each coil for HV & LV windings.  Dovetail spacers shall be used in between HV coils and they shall be fixed to vertical ducts which are provided between HV & LV.
	Ducts shall be provided as per specification.

	Page No. 48
Clause No. 5.7

“Tank” :
	Cooling tube / radiators should be tubes welded to the tank of the distribution transformer.
	Corrugated type cooling tubes are also accepted.
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Clause No. 5.7.2

“Tank” :
	The four walls of the tank shall be made of TWO “L” shaped sheets (without joints) fully welded at the corners from inside and outside of the tank. Four sides corner shall be welded for withstanding a pressure of 1Kg/Sq.cm for 10 minutes.
	The four walls of the tank shall be made of TWO “L” shaped sheets (without joints) fully welded at the corners from inside and outside of the tank. Two sides corner shall be welded for withstanding a pressure of 1Kg/Sq.cm for 10 minutes.


All other terms and conditions of the tender specification remain unaltered. 
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