AMENDMENT 

Specification No.CECT-584/2011 for procurement of 11KV 24V DC LV VCBs with Control Relay Panel and CTs of ratio 600-300/1-1A .
	Sl.

No.
	As per specification
	Amended as

	1
	Clause 1.21,Protection: page 38

Sl.No (I) (a) to (e) and Sl.No(II)
Not covered in schedule of equipment, Clause-V,Sl.No.(3) Control and relay panel


	Sl.No (I) (e) may be read as 
OLTC BUCHOLTZ RELAY only and 

Deleted: “TRIP and with Three Phase High Speed Harmonic restraint biased (Percentage) differential relay for differential protection of Power Transformers (8MVA and above) for         LV control VCBs having CTs of ratio: 

600 – 300/ I – I – 0.577 A”

Add to the existing at clause no.V, Sl.No.(3) at page no. 47 & 48 :
(r) BUCHOLTZ ALARAM.

(s) OLTC BUCHOLTZ ALARAM

(t) WINDING TEMP/OIL TEMP. HIGH ALARAM.

(u) OLTC BUCHOLTZ RELAY
(v) BUCHOLTZ RELAY TRIP with 2NO+2NC contacts & Hand Reset type

	2
	Clause:1.21, Protection, Page 39,para 2

“The over current relays should be reputed make with IDMT characteristics and also with high set instantaneous elements for high fault currents and shall comply with IS- 3231. The accuracy class of relays shall be clearly specified. 
	“The over current relays should be of reputed make with IDMT characteristics and also with high instantaneous elements for high fault currents and shall comply with 
IS 3231”.

	3
	Clause V: Schedule of equipment 

Sl.No.(3) Control and relay panel, Page 47,(h)
One CMRI Compatible 3 phase 4 wire static energy meter class 0.2 accuracy suitable scaled to work on 110 V AC 50 Hz 1 Amp to suit the CT ranges indicated in Section-IV “Schedule of materials” for 11KV LV Control VCBs.
	 One CMRI Compatible 3 phase           4 wire static energy meter class 0.2s accuracy suitable scaled to work on 110 V AC 50 Hz 1 Amp to suit the CT ranges indicated in Section-IV “Schedule of materials” for 11KV LV Control VCBs.


All other terms and conditions of the specification remain unaltered.
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