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Central Power Distribution Company of A.P Ltd

                                       O/o. Chief General Manager (P&MM)






               APCPDCL, 4th floor, Corporate Office,







      Mint Compound, Hyderabad – 04.

U.O to General Manager (IT).

Sub:-
APCPDCL – P&MM wing - Placing the amendment to STN-199/10 in the APCPDCL Official Website – Reg. 

 --- ** @ **  ----

It is requested to place the following amendment (placed in the P&MM wing folder of 202 folder) against the tender specification No. STN-199/10. 

All other terms and conditions of the specification remain unaltered.







Sd/-
 CHIEF GENERAL MANAGER/P&MM
To

The General Manager/IT,

APCPDCL, Hyderabad.

U.O.No.CGM/P&MM/E-23/D.No. 5376/10, Dt: 02-11-2010.
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Amendment 
SPECIFICATION NO. STN-199/10.

11KV SOLID CORE INSULATORS
The following amendments are issued to 
a) Section-IV - Schedule of Materials at page No. 37.

	Existing Clause
	May be read as

	11KV Solid Core Insulators


With top and bottom metal fittings with threading generally as per designation C6-170 (Vide Table No. 1 of IS:5350 Part- II/ 1973) and IS-2544/1973 in all respects suitable for 33kV 800A (Conventional Type) AB Switches with minimum failing load of 6000N in upright bending test.  The creepage distance shall not be less than 580mm.
	11KV Solid Core Insulators


With top and bottom metal fittings with 26mm threading generally as per designation C6-75 (Vide Table No. 1 of IS:5350 Part- II/ 1973) and IS-2544/1973 in all respects suitable for 11KV 200A (Tilting Type) AB Switches with minimum failing load of 6000N in upright bending test.  The creepage distance shall not be less than 230mm.


b) Section-V - Technical specification for 11KV solid core insulators “Design Type & Dimensions” at page No. 38.
	Existing Clause
	May be read as

	a)  The dimensions and construction of the 11 KV Solid Core Insulators with top and bottom metal fittings shall be generally as per designation C6-170 Vide table 1 Cylindrical Post insulators of IS:5350 Part – II & IS : 2544 of 1973.


	a) The dimensions and construction of the 11KV Solid Core Insulators with top and bottom metal fittings shall be generally as per designation C6-75 (Vide Label 1) cylindrical post insulators of IS:5350 Part-II & IS:2544 of 1973. The top and bottom pitch circle diameters shall be 36mm and 42mm respectively.


All other terms and conditions of the original specification remains unaltered.










         Sd/-
CHIEF GENERAL MANAGER//P&MM
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