Amendment-III
Specification No. STN-254/11

	Clause No.
	Existing
	Amended as

	Date & time of downloading tender document
	From 30-09-2011 to

31-10-2011 upto 17:00 Hrs
	From 30-09-2011 to

04-11-2011 upto 17:00 Hrs

	Date & Time of Closing Bid Submission
	01-11-2011 by 12.00 Hrs
	05-11-2011 by 12.00 Hrs

	Pre-Qualification & Technical Bid opening Date (Qualification & Eligibility Stage and Technical Bid Stage)
	01-11-2011 at 15.00 Hrs
	05-11-2011 at 15.00 Hrs

	Price Bid Opening Date (Financial Bid Stage)
	08-11-2011 at 11:00 Hrs
	11-11-2011 at 11:00 Hrs

	4.0 (15) 

Principal Parameters

Page No. 45
	The noise level at rated voltage and frequency should be 45 db.
	The noise level at rated voltage and frequency should be 48 db.

	5.2 (d) 

Windings

Page No. 47
	As per the clause, Vertical ducts and spacers shall be provided within each coil for HV & LV windings.  Dovetail spacers shall be used in between HV coils and they shall be fixed to vertical ducts which are provided between HV & LV.
	Dovetail spacers are not applicable in case of wound core construction, since it has a single coil. 

However, ducts shall be provided.

	5.7.9 
Lifting Lugs  

Page No. 51
	4 Nos. welded heavy duty lifting lugs of MS plate 8 mm thick suitably reinforced by vertical supporting flat welded edgewise below the lug on the side wall.
	2 Nos. welded heavy duty lifting lugs of MS plate 8 mm thick suitably reinforced by vertical supporting flat welded edgewise below the lug on the side wall.

	5.8.9 
Finishing  

Page No.55
	As per clause, the colour of the finishing coats shall be dark admiral gray conforming to No. 632 of IS 5 of 1961 colour for Ready Mixed Paints.
	The exterior of the transformer and other ferrous fittings shall be thoroughly cleaned, scraped and given a primary coat and the two finishing coats of durable oil and weather resisting paint of polyurethene.  The colour of the finishing coats shall be Air Craft Blue Colour conforming to paint shade No. 108 of IS-5 for finishing coats.

	17
Price Variation

Page No. 66 

	The schedule of requirements is indicated in Section-IV. The prices shall be Variable  as per latest IEEMA formula applicable, base date as on 01-09-2011 with 50% ceiling limit on positive side and there is no limit on negative side.
	The schedule of requirements is indicated in Section-IV.  The prices shall be Variable as per latest IEEMA formula applicable, base date as on 01-10-2011 with 50% ceiling limit on positive side and there is no limit on negative side.

	Section-VII

Schedule of Materials

Page No. 74

(Note:1)
	The prices shall be Variable with 50% ceiling limit on positive side and there is no limit on negative side with base date 01-09-2011
	The prices shall be Variable with 50% ceiling limit on positive side and there is no limit on negative side with base date 01-10-2011.


All other terms and conditions of the tender specification remain unaltered. 
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