Specification No. CCET-543/10 

Amendment – II


In addition to the existing specification, the following is appended against the sections and clauses mentioned hereunder.
(A) Section-IV, Page  No. 37, item No. 4 : Electronic Insulation Tester (Battery Operated Megger) 
(i)
The voltage range of step voltage test shall be 600V AC/DC.

(ii)
The battery shall be Li-ion battery with charging circuit and 4 hours battery 

backup. 
(iii)
The short circuit current shall be 3 mA. 
(iv)
The timer shall have 3 settable timers up to 99 minutes. 
(v) The equipment shall be LCD display with real time measurement. 
(vi) The Earth and line leads shall compliance with IEC 61010 - 31
(vii) The Safety Compliance as per safety standards IEC 61010 -1 : 2001.
(viii) The voltage range instead of 250V DC to 5000V DC (in steps of 50V) shall be read as “from 50V to 1000V in 10V steps and from 1000V to 5000V in 25V steps”.
[
(B) Section-IV, Page No. 41, item No. 7 : Primary Injection Test Set / Kit 
(i)
The digital meter shall be internal to the kit.
(ii)
Copper bus bar output shall be read as “the output shall be with copper flexible cable”.
(C) Section-IV, Page No. 43, Note-IV : 
      Compliance with Standards : All the instruments shall be compliance with IEC standards in respect of safety and CAT-IV compliance. 

(D) Section-III, Page No. 24, Clause No. 44, Sub-Clause (ii) : 
       Inspection & Tests : “The pre-despatch inspection for imported products will be done at Principal’s works and the expenses shall be borne by the supplying firm”.
All other terms and conditions of the tender specification remains unaltered.
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