Specification No. CECT-530/10 
Amendment – I

	Description
	Existing
	Amended as

	Date & time of downloading tender document
	From 26-04-2010 to 

25-05-2010 upto 17:00 Hrs
	From 26-04-2010 to 

06-06-2010 upto 17:00 Hrs

	Date & Time of Closing Bid Submission
	26-05-2010 by 12.00 Hrs
	07-06-2010 by 12.00 Hrs

	Pre-Qualification & Technical Bid Opening Date (Qualification and Eligibility Stage and Technical Bid Stage)
	26-05-2010 at 15.00 Hrs
	07-06-2010 at 15.00 Hrs

	Price Bid Opening Date 

(Financial Bid Stage)
	01-06-2010 at 11:00 Hrs                   
	14-06-2010 at 11.00 Hrs


Amendment-II
	Sl.

No.
	Existing 
	Amended as

	1.
	Clause No. 16.1 of technical specification: 

Percentage Impedance shall be 

5 MVA : 7.15 (no negative tolerance)

8 MVA : 8.35 (no negative tolerance)

12.5  MVA : 8.35 (no negative tolerance)
	Clause No. 16.1 of technical specification: 

Percentage Impedance shall be 
5 MVA : 7.15 

The percentage impedance (Z%) : -5% to +10% tolerance will be applicable at rated tap and for all other taps, tolerance will be applicable as per IS.
8 MVA : 8.35 
12.5  MVA : 8.35 


	2.
	Section IV, Schedule of Materials : Delivery : Required in 3 months. Shall commence within one month from the date of receipt of purchase order and supply @ 1/3rd of offered quantity per month.
	Section IV, Schedule of Materials : Delivery : Required in 3 months. Shall commence within two months from the date of receipt of purchase order and supply @ 1/3rd of ordered quantity per month thereafter.

	3.
	Clause No. 16 of technical specification : 

(a) No Load Losses: 

      5 MVA - 4.6 KW

      8 MVA – 6.1 KW

      12.5 MVA – 9.7 KW

(b) Load Losses: 

      5 MVA - 27 KW

      8 MVA – 44 KW

      12.5 MVA – 70 KW
	Clause No. 16 of technical specification : 

The values of No Load and Load Losses will be 
(a) No Load Losses: 

      5 MVA – 4.5 KW

      8 MVA – 5.0 KW

      12.5 MVA – 7.5 KW

(b) Load Losses: 

      5 MVA - 25 KW

      8 MVA – 41.8 KW

      12.5 MVA – 60 KW

	4.
	Current Density : Add to the existing. 
	Current Density : The current density shall be                 2.5 A/Sq.mm

	5.
	Flux Density: 1.65  Tesla
	Flux Density : The flux density shall be 1.6 Tesla.

	6.
	Schedule of materials : Note  (5) : Added to the existing
	(5) The Companies are requested to furnish the type test certificates along with the Bid. The companies those who are not having type test certificates, shall furnish the type test certificates before commencement of supplies.


All other terms and conditions of the tender specification remains unaltered. 

Sd/-
 CHIEF GENERAL MANAGER/P&MM

